
Available pipe lenght  : 1m

o

ELVIOMEX

INLET WATER MUST
NOT EXCEED 55 C

Hood Type

TURBO 1500

400 V TF

004.15.00000

26/03/2019 7.4 58 111 129
400 V

12.6
3N - 50/60HZ

8.6

Draining pipe (1.5 m Length) Φ24 O.D.

Rinse Aid Flexible Pipe Pos. (Blue Color)

Detergent Aid Flexible Pipe Pos. (Crystal Color)

Electrical Supply Connection Cable

Inlet Hose - Water Supply End G3/4

Control Panel

-

Used only for flow, Drainage without pump

Outer Diameter Φ6 x 1400 mm Length

Outer Diameter Φ6 x 1400 mm Length

PVC Coated H05 VVF 5x2.5mm=2m

Customer:
Order Date:
Or Number:

Series Description:
Model Descrition:

Model Version:
Drawing Code:

Drawing Date:

Various Information:

MACHINE PROPERTIES

 Capacity (LT) Weight (KG) Voltage (V)
Max. Amp./

Phase
Max. Loading 

(KW)

Boiler Tub Net Gross

BUBBLE INFORMATION

1.
2.
3.
4.
5.

7.

6.

A/A DESCRIPTION NOTE

1
2

8
1

664

1
4

6

7
1

3

731

646

6 734

815

918

1
7

1
3

FOOT TO BODY
M10 CONNECTION
BOLT

35
60

4
2

1

111 107

3
0

4
0

5

60

525

5
3

5

7
769,50

2
0

3

Ψ
64

1

5

3

2

4

BASKET 50X50 cm

1
4

7
8

3

5
4

1

4
4

30,50 30,50
603

BASKET 50X50 cm


	Page 1

